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NOTES:

1. LINKS SHOULD BE MOUNTED SO THAT THE MOVEABLE LINK FALLS OPEN WHEN RELEASED.

2. NUMBERING ON BATTERY AND TEST LINKS REFERS TO LINK IDENTIFICATION AS SHOWN ON THE ASSOCIATED AC & DC
PROTECTION SCHEMATICS, SEE DRAWING REFERENCE TABLE.

3. ALL PANEL WIRING IS TO BE AS LISTED HERE:
· DC WIRING IS TO BE 7/0.50, 0.6kV GRADE PVC INSULATED COLOURED GREY.
· EARTH WIRING IS TO BE 7/0.67, 0.6kV GRADE PVC INSULATED COLOURED GREEN/YELLOW (Y/G).
· A PHASE CT AND AC WIRING IS TO BE 7/0.67, 0.6kV GRADE PVC INSULATED COLOURED RED (R).
· B PHASE CT AND AC WIRING IS TO BE 7/0.67, 0.6kV GRADE PVC INSULATED COLOURED WHITE (W).
· C PHASE CT AND AC WIRING IS TO BE 7/0.67, 0.6kV GRADE PVC INSULATED COLOURED BLUE (B).
· EARTH CT AND NEUTRAL AC WIRING IS TO BE 7/0.67, 0.6kV GRADE PVC INSULATED COLOURED BLACK (Bk).

4. FOR DUAL PANEL VERSION, THE TOP HALF OF THE PANEL WILL BE CUSTOMER OVERCURRENT No.1 AND THE BOTTOM HALF
OF THE PANEL WILL BE CUSTOMER OVERCURRENT No.2.

5. FOR DUAL PANEL VERSION ONLY A SINGLE EARTH BAR IS INSTALLED. EARTH WIRES FOR CUSTOMER OVERCURRENT No.2
PANEL ARE TO BE RENAMED AND TERMINATION TO EARTH BAR MOVED AS BELOW,
24E BECOMES 24E/2 TERMINATES ON E4
E2 BECOMES E2/2 TERMINATES ON E5
E3 BECOMES E3/2 TERMINATES ON E6

6. ALL WIRING TO HAVE IDENTIFICATION FERRULES FITTED AT BOTH ENDS OF WIRE ADJACENT TO TERMINALS WHERE
POSSIBLE. WIRE IDENTIFICATION CODES TO BE IN ACCORDANCE WITH THIS DRAWING.

7. TEST LINKS (TL) TO BE WIRED N-C-B-A LEFT TO RIGHT WHEN VIEWED FROM THE REAR OF THE PANEL.

8. THE WIRING SHOWN IS BASED ON THE RELAYS LISTED IN THE LEGEND.

9. PANEL DOOR LAYOUT IS REPRESENTATIVE, FOR ACTUAL DOOR LAYOUT SEE DWG 227353-1.

10. ALARM AND SIGNAL CABLE SCREENS TO BE ISOLATED AND NOT TO BE TERMINATED IN THIS CABINET. SCREENS ONLY TO
BE EARTHED AT SCADA CABINET.

TITLE DWG No.

RMICB SUBSTATIONS WITH E TYPE LV BOARD AC SCHEMATIC WITH OPTICAL ARC FLASH DETECTION 227350-1

RMICB SUBSTATIONS WITH E TYPE LV BOARD TRANSFORMER DC SCHEMATIC WITH OPTICAL ARC FLASH DETECTION 227350-2

RMICB SUBSTATIONS WITH E TYPE LV BOARD CUSTOMER OVERCURRENT DC SCHEMATIC 227350-3

RMICB SUBSTATIONS WITH E TYPE LV BOARD DC SUPPLY CABLE LOOPING AND SCADA SCHEMATIC 227350-4

RMICB SUBSTATIONS WITH E TYPE LV BOARD WITH OPTICAL ARC FLASH DETECTION FIBRE LOOPING AND GENERAL MOUNTING DETAILS 227350-5

RMICB SUBSTATIONS WITH E TYPE LV BOARD TX WALL MOUNTED PROTN PANEL WITH OPTICAL AFD STYLE 1 LAYOUT AND LABEL DETAILS DIAGRAM 227351-1

RMICB SUBSTATIONS WITH E TYPE LV BOARD TRANSFORMER PROTECTION PANEL STYLE 1 WIRING DIAGRAM 227351-2

RMICB SUBSTATIONS WITH E TYPE LV BOARD TRANSFORMER PROTECTION PANEL STYLE 1 CABLE CONNECTION DIAGRAM 227351-3

RMICB SUBSTATIONS WITH E TYPE LV BOARD TX WALL MOUNTED PROTN PANEL WITH OPTICAL AFD STYLE 2 LAYOUT AND LABEL DETAILS DIAGRAM 227352-1

RMICB SUBSTATIONS WITH E TYPE LV BOARD TRANSFORMER PROTECTION PANEL STYLE 2 WIRING DIAGRAM 227352-2

RMICB SUBSTATIONS WITH E TYPE LV BOARD TRANSFORMER PROTECTION PANEL STYLE 2 CABLE CONNECTION DIAGRAM 227352-3

RMICB SUBSTATIONS WITH E TYPE LV BOARD CUSTOMER OVERCURRENT WALL MOUNTED PROTN PANEL LAYOUT AND LABEL DETAILS DIAGRAM 227353-1

RMICB SUBSTATIONS WITH E TYPE LV BOARD CUSTOMER OVERCURRENT WIRING DIAGRAM 227353-2

RMICB SUBSTATIONS WITH E TYPE LV BOARD OPTICAL ARC FLASH DETECTION INDICATION PANEL SCHEMATIC DRILLING AND WIRING DIAGRAM 227354-1

RMICB SUBSTATIONS WITH E TYPE LV BOARD AND OPTICAL ARC FLASH DETECTION CABLING DIAGRAM 227355-1

RMICB SUBSTATIONS WITH E TYPE LV BOARD AND OPTICAL ARC FLASH DETECTION CABLE SCHEDULE 227355-2

RMICB SUBSTATIONS WITH E TYPE LV BOARD SUBURBAN TYPE SUBSTATION WITH 1500kVA TRANSFORMERS SERVICE BOARD GEN. ARRANGEMENT AND WIRING 227356-1

E TYPE LV BOARD MERLIN GERIN MASTERPAC TP AIR CIRCUIT BREAKERS EXTERNAL CONNECTIONS FOR AFD DIST. SUBSTATIONS 227357-1

RMICB SUBSTATIONS WITH E TYPE LV BOARD AND OPTICAL ARC FLASH DETECTION SCADA PANEL WIRING AND CABLING DETAILS 227358-1

E TYPE LV BOARD ACCEPTABLE COMBINATIONS 178227-1

EPOXY RESIN ENCASED PROTECTION CURRENT TRANSFORMER OUTLINE AND DETAILS 125190-1
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