
ARRANGEMENT 1 (TIMBER POLES)

NOTES :

WITH EYE BOLTS

ARRANGEMENT 3 (CONCRETE/STEEL POLES)

ARRANGEMENT 2 (CONCRETE/STEEL POLES)
WITH POLE BANDS

DIMENSIONS ARE IN MILLIMETRES UNLESS STATED OTHERWISE.                                                              DO NOT SCALE
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6. THE EARTH DOWN LEAD CABLE IS TO BE SECURED TO THE POLE, AS REQUIRED, USING DOUBLE SIDED GALVANISED STEEL SADDLES.

5. PARTS TO BE ORDERED TO SUIT SIZE AND LAY OF OPGW.

4. FIBERLIGN PARTS ARE AVAILABLE FROM PREFORMED LINE PRODUCTS (AUSTRALIA) PTY LTD.

3. EARTH BONDING LUG TO BE IN DIRECT CONTACT WITH EARTH FERRULE ON CONCRETE POLE. NO SPACING WASHERS PERMITTED.

2. THE LOAD AND DEVIATION ALLOWABLE ON THE EYEBOLTS IS TO BE DETERMINED FROM DRG: 520324.

1. POLE BANDS ON THROUGH TERMINATION ARE TO BE POSITIONED SO AS NOT TO FOUL THE 75mm THIMBLE.

(SEE NOTE 6)

52032420mm EYEBOLT LOADING & DEVIATION GRAPH

(SEE NOTES 4 & 5)

(SEE NOTE 4)

(SEE NOTES 4 & 5)

(SEE NOTE 4)

(SEE NOTES 4 & 5)5

(SEE NOTE 4)

(SEE NOTE 1)
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